AIR SOURCE HEAT PUMP
10KW — 90KW

FICIENT NEW TE CHNOLOGY
YOUR HOT WATER NEEDS

Sustainable, Reliable, Affordable



Technical Specification

Heating Capacity (KW}
Power Supply

Power Input (KW}

Max Current (A)

IP Code

Safty Function
Refrigerant type

Max Hot Water Temp (°C)
Compressor QTY
Weight (KG)
Dimensions {(mm)

Fan Motor Quantity
Inlet/Outlet Connection
Noise (dB (A})

MHPO10 MHPO18 MHP023 MHPO36 MHPO045 MHPO70
10 18 23 36 45 70 90
220V/50Hz/1P 380V/50Hz/3P
2.4 4.2 5.75 8.57 10.7 17 219
17 14 16 24.8 30 45 58
IPX4
High and low pressure protection, Overload protection, Temperature protection, Power phase sequence protection
R407c/R410/R22
60
1 1 1 2 2 2 2
110 130 150 290 350 700 a00
750 x 690 x 870 750x 690 x 1070 830x 793 x 1084 1500 x 690 x 1070 1500 x 690 x 1270 2100 x 1100 x 2000 2100 x 1100 x 2000
1 1 1 2 2 2 2
DN19 DN25 DN30 DN38 DN38 DN100 DN100
56 56 57 59 65 69 72

Note: 1. The technical parameters are measured under the following conditions: Ambient temp 20°C, cold water
supply 15°C and target temperature at 55°C.

Efficient blades optimized
air duct design

World famous
scroll compressor

L

High-efficiency tank or
plate heat exchanger

Mute energy
efficient motor

Intelligent
control program

High efficiency hydrophilic
aluminum foil fin
evaporator, large
amount of air inlet

EEV, precise flow control Fully automatic four-way valve
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